
+ Tried-and-tested: The devices of 
the EasyGateway® family are al-
ready in use in countless projects. 
But also the C2C portal has been 
tested in storm and field.  

+ Uncomplicated: Existing applica-
tions can be taken over.

+ Secure: All-IP and tried-and-tested 
authentication processes ensure 
security.

+ Monitored: Should the EasyGate-
way® not be reachable any more, 
a notification by e-mail or SMS is 
automatically triggered.

+ Sustainable: The consistent all-IP 
solution allows for on-time access 
and increased efficiency. All sys-
tems are IPv6 ready.
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C2C  –  Remote access to 
systems, controls, machines

Technische Daten C2C Gateway

Anzeigeelemente
3 LED, bicolor rot/grün, für Inbetriebnahme- und Betriebsanzeige  
1 LED orange GSM Status

Kommunikation
Uneingeschränkte Internetfähigkeit mit zertifikatsbasierter Authentisierung und 
Verschlüsselung

LAN/WAN-Anschluss Fast-Ethernet 10/100mbps, Auto-MDIX, RJ45, geschirmt, 2 Status-LED

Mobilkommunikation

GPRS (Quad Band GPRS class 10)  
oder HSPA+ (Dual band GSM/GPRS/EDGE, dual Band UMTS/HSPA)  
oder LTE 

SIM Steckbare und/oder lötbare SIM (SIM Multiplexer)

Lokale IP-Schnittstelle Fast-Ethernet 10/100mbps, Auto-MDIX, RJ45, geschirmt, 2 Status-LED

Lokale serielle Schnittstellen RS485, RS422 und RS232 über USB Adapter

Stromversorgung 85 bis 264 V AC, optional 18 bis 75 V DC oder 9 bis 27 V DC

Gehäuse Hutschienengehäuse 6 Einheiten breit (l=107.5 mm, b=90 mm, h=62 mm)

Umgebung Temperaturbereich -20 bis +70 °C, relative Feuchte max. 95%

Konformitätserklärung,  
berücksichtigte Normen

EMC EN 301 489-1:2008; EN 301 489-1:2008;
EN 61000-3-2:2006; EN 61000-3-3/A2:2005;
EN 61000-6-2:2005 and Customer Requirements

Radio EN 301 511:2003 (GSM)

Safety IEC 60950-1:2005 + A1:2009
EN 60950-1 + A11:2009 + A1:2010
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With C2C from Aartesys Services, any Internet connection becomes 
an end-to-end connection, which is secure and cost-effective at the 
same time. This service allows you unproblematic access to your 
systems, be it machines, equipment, controls, locking systems, and 
many more – at any time and anywhere. Operation, maintenance or 
support of these targets become as easy as surfing the Web.

The service

The security
The future

The flexibility

The background

The targets

connect 2 control – 
uncomplicated, worldwide, 
secure

As customer, you only buy the  
necessary EasyGateway® devices 
and sign a contract with Aartesys 
Services. In the standard opera-
tion case, EasyGateway® not even  
requires any configuration. The reg-
istration procedure is completed 
automatically via the C2C portal.

The connection between your PC 
and the targets is via secure all-IP 
connection, end-to-end encrypted. 
Mobile data connections, broadband 
Internet connections (xDSL, fiber or 
TV cable network) as well as LAN are 
available.

The days of communication via mo-
dems are definitely numbered. With 
C2C, you are connected with your 
targets at any time in future as well. 
If the target device has a web server, 
the only prerequisite is a PC with a 
browser and Internet connection.

The applications that you use today 
to access the targets remain in use. If 
the target device does not have a web  
server, C2C adapts to the requirements.

Aartesys C2C is extremely easy also in 
operation. Your connection request is 
sent via C2C portal to our C2C hub, 
where a data connection is estab-
lished using proven authentication 
processes. But you will not notice any 
of these activities.

A large number of end devices qualify 
as potential targets: Controls (for ex-
ample home control systems or HVAC 
systems), machines, any type of meas-
uring device, locking systems, and 
many more. 
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The basis

The devices of the EasyGateway® 
family of Aartesys represent the core 
of the C2C service. They are connect-
ed to the target and communicate 
via C2C portal with the PCs of the 
customer.  

Connection request

Status message

Data connection

Mobile network

Internet

C2C portal

- User administration
- Connection establishment

C2C hub

End-to-end connection establish-
ment, certificate handling

Customer PC

- Browser
- Application

Example: Target 1 Measuring device

Example: Target 2 PLC

C2C EasyGateway

C2C EasyGateway


